TFT-LCD display solution for Information, Multimedia & Control Rooms

MAIN FEATURES

Latest TFT-LCD display Supported by 15 years experience in “mission-critical” display environments (24 hours non-stop display),

The SV-4000 is the 40” diagonal solution of Synelec new TFT-LCD display range: INDISYS COMPACT.
Synelec brings to the market the most complete range of products combining slim design with superior image

technology

Maintenance free

Enhanced life time

quality and high reliability.

With a depth of less than 9.9 cm (3.89”), the
SV-4000 is a space-saving display device for
Information display, Multimedia or Control
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Attractive slender housing
(less than 3.89” deep)

2 versions are available
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components. It is not susceptible to burning
and can operate on a 24:7 mode over 5 years
or more with virtually no maintenance.
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> intelligent point of
information terminal

> embedded PC with
MPEG-2 decoder and
a network connection

Fhokphors nellect sl of the asbienl gt

| 70°
th"ﬂar

(d N
LIFE TIME IN 24:7:365 MODE

i )
HIGH CONTRAST RATIO IN AMBIENT LIGHT

r %
HIGH HORIZONTAL & VERTICAL ANGLES OF VISION

Ref. 650169 = v 1.0 = Last Updated: April 2003 « Printed in France by Graphi Imprimeur (12) « All trademarks belong to their respective owners = Specifications and design subject to change without prior notice « Credits: David Pison - Eyewire Getty Images

om mirfiimedils



SV-4000 MULTIMEDIA

DISPLAYED IMAGE WXGA (1’280 x 768)

= Diagonal 1’016 mm (40”)
= Height 523 mm (20.6")
- Width 872 mm (34.3")
SCREEN D

= Type of screen
= Surface coating
= Viewing angles

Anti-glare high resistance screen
Antireflective treatment
170° horizontal & vertical

DISPLAYDEVICE |
= Display technology TFT-LCD display technology
= Luminance 500 cd/m?
= Contrast ratio 600:1
= Colours 16.7 million
ILLUMINATION ]
= Backlighting Direct CCFT
= Half Brightness 50’000 hours
= Power Consumption 240 W
= MTBF (normative RDF 93) 70’000 h

Rugged against over-voltage, over-strength

and high temperatures
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SV-4000 INFODISPLAY

WXGA (1280 X 768)

1'016 mm (40”)
523 mm (20.6”)
872 mm (34.3”)

Anti-glare high resistance screen
Antireflective treatment
170° horizontal & vertical

TFT-LCD display technology
500 cd/m?2
600:1
16.7 million

Direct CCFT
50’000 hours

100-120 V = 200-240 V @ 50/60 Hz

240 W
70’000 h

Rugged against over-voltage, over-strength
and high temperatures

Product specifications and design are subject to change without prior notice

= Power Factor corrector Active PFC Active PFC
VIDEO INPUT EMBEDDED COMPUTER

= Video Compatibility
= Video Input Formats
= HDTV Compatibility
= Graphic

= Signal Processing

PAL « SECAM = NTSC

C-Video = S-Video = YCbCr -
480p, 720p, 1080i -
RGB & DVI up to UXGA -
Picture in Picture capability -

Zoom any source up to full screen
Display in 4:3 or 16:9 aspect ratio

Via C3 - 867 MHz
256 Mb / 64 Mb
Hardware MPeg Il decoder
Hardware Watchdog
Linux / FlashPlayer

Processor

RAM / Flash Memory
MPeg Il decoder
Watchdog

Operating System

= Control IR Remote & OSD = RS 232 = Optional Windows 2000
IR Lock / Display selection Powerpoint Viewer
Failure Supervision Hard disk 1 Go / Keyboard & Mouse
= Audio Audio Line L/R 6W = Control Ethernet 10/100
MISCELLANEOUS ) e
= Safety regulation CE-CEM CE-CEM
= Operating temperature 0-40°C 0-40°C
= Operating humidity 20-85% non-condensing 20-85% non-condensing
= Weight 30 kg 30 kg
= Mounting Optional wall mounting Optional wall mounting
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FRONT VIEW

SIDE VIEW
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