
Latest TFT-LCD display
technology

Maintenance free

Enhanced life time

WXGA (1’280 x 768) 
resolution • 15:9 format

High contrast ratio in 
ambient light

High brightness: 500 cd/m²

170° horizontal and vertical 
angle of vision

Attractive slender housing 
(less than 3.89” deep)

The SV-4000 is the 40” diagonal solution of Synelec new TFT-LCD display range: INDISYS COMPACT.
Supported by 15 years experience in “mission-critical” display environments (24 hours non-stop display),
Synelec brings to the market the most complete range of products combining slim design with superior image

quality and high reliability.

With a depth of less than 9.9 cm (3.89”), the 
SV-4000 is a space-saving display device for
Information display, Multimedia or Control
Room applications.

SV-4000’s latest TFT-LCD technology offers an
improved comfort in vision: no flickering, no
electromagnetic emissions (like plasma
screens or CRTs) and an all-round viewing
angle. An anti-glare high-resistance screen is
especially designed to sustain the contrast ratio
in bright environments.

SV-4000 integrates Synelec SynLink technolo-
gy and is built around high grade industrial
components. It is not susceptible to burning
and can operate on a 24:7 mode over 5 years
or more with virtually no maintenance.
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2 versions are available

SV-4000 MULTIMEDIA

> designed for professional 
applications, boardrooms, lobby

display and multimedia

> signal processing capabilities:
zoom, resize and PIP

(picture in picture) mode.

SV-4000 INFODISPLAY

> intelligent point of
information terminal

> embedded PC with
MPEG-2 decoder and 
a network connection



Synelec Telecom Multimedia • Zone Industrielle • 12380 St Sernin / Rance • FRANCE • Tel: +33 (0)5 65 99 67 44 • Fax +33 (0)5 65 99 67 25 • www.synelec.com • E-Mail: syn-comm@synelec.fr

SV-4000 MULTIMEDIA SV-4000 INFODISPLAY

DISPLAYED IMAGE WXGA (1’280 x 768) WXGA (1’280 x 768)
• Diagonal 1’016 mm (40”) 1’016 mm (40”)
• Height 523 mm (20.6”) 523 mm (20.6”)
• Width 872 mm (34.3”) 872 mm (34.3”)

SCREEN
• Type of screen Anti-glare high resistance screen Anti-glare high resistance screen
• Surface coating Antireflective treatment Antireflective treatment
• Viewing angles 170° horizontal & vertical 170° horizontal & vertical

DISPLAY DEVICE
• Display technology TFT-LCD display technology TFT-LCD display technology
• Luminance 500 cd/m² 500 cd/m²
• Contrast ratio 600:1 600:1
• Colours 16.7 million 16.7 million

ILLUMINATION
• Backlighting Direct CCFT Direct CCFT
• Half Brightness 50’000 hours 50’000 hours

POWER SUPPLY 100-120 V • 200-240 V @ 50/60 Hz 100-120 V • 200-240 V @ 50/60 Hz
• Power Consumption 240 W 240 W
• MTBF (normative RDF 93) 70’000 h 70’000 h

Rugged against over-voltage, over-strength
and high temperatures

Rugged against over-voltage, over-strength
and high temperatures

• Power Factor corrector Active PFC Active PFC

VIDEO INPUT EMBEDDED COMPUTER
• Video Compatibility PAL • SECAM • NTSC • Processor Via C3 - 867 MHz
• Video Input Formats C-Video • S-Video • YCbCr • RAM / Flash Memory 256 Mb / 64 Mb
• HDTV Compatibility 480p, 720p, 1080i • MPeg II decoder Hardware MPeg II decoder 
• Graphic RGB & DVI up to UXGA • Watchdog Hardware Watchdog
• Signal Processing Picture in Picture capability

Zoom any source up to full screen
Display in 4:3 or 16:9 aspect ratio

• Operating System Linux / FlashPlayer

• Control IR Remote & OSD • RS 232
IR Lock / Display selection

Failure Supervision

• Optional Windows 2000
Powerpoint Viewer

Hard disk 1 Go / Keyboard & Mouse
• Audio Audio Line L/R 6W • Control Ethernet 10/100

MISCELLANEOUS
• Safety regulation CE-CEM CE-CEM
• Operating temperature 0-40°C 0-40°C
• Operating humidity 20-85% non-condensing 20-85% non-condensing
• Weight 30 kg 30 kg
• Mounting Optional wall mounting Optional wall mounting
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